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ALNOR® ventilation systems
is a registered trademark protected by a technical patent. All modification rights reserved.

CLRL-C suspension rings with a damping liner are designed 
for installation of heavy steel pipes in the O.D. range of 16 to 
252 mm. The damping liner is made of black noise-insulating 
EPDM rubber. Suspension ring are made from galvanized 
steel and suitable for setting up cooling, heating, and water 
supply pipe systems.

Available materials - Product code example
CLRL-C-... - galvanized steel sheet

Description

Heavy-duty suspension rings 

CLRL-C
Dimensions

Type
Ød
[in]

Diam-
eter 

range:
[mm]

A
[mm]

t
[mm]

Weight
[kg]

CLRL-C-3/8 3/8 16-20 30 2,5 0,052

CLRL-C-1/2 1/2 20-24 30 2,5 0,059

CLRL-C-3/4 3/4 25-30 30 2,5 0,069

CLRL-C-1 1 32-37 30 2,5 0,072

CLRL-C-1 1/4 11/4 38-43 30 2,5 0,087

CLRL-C-1 1/2 11/2 47-51 30 2,5 0,097

CLRL-C-2 2 59-66 30 2,5 0,104

CLRL-C-2 1/2 21/2 74-80 30 3,0 0,198

CLRL-C-3 3 87-92 30 3,0 0,226

CLRL-C-3 1/2 31/2 99-108 30 3,0 0,245

CLRL-C-4 4 110-116 30 3,0 0,252

CLRL-C-5 5 135-143 30 4,0 0,334

CLRL-C-6 6 166-170 30 4,0 0,4

CLRL-C-200 - 198-202 30 4,0 0,723

CLRL-C-8 8 206-215 30 4,0 1,12

Product code example
Product code:	                CLRL-C - 3/8

type
Ød

for 16 ≤ ød ≤ 63 rivetnut M8
for 75 ≤ ød ≤ 168 rivetnut M8, M10
for 198 ≤ ød ≤ 215 rivetnut M10

http://www.alnor.com.pl/

