Plug for inspection ventilation openings

CPFH
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The CPFH access caps are used to blind off round access ends 80 40 0.1 :
of the TPCL T-pieces, the BPBKCL cleanout bends, and other -
ventilation fittings. The caps feature either one or two handles 100 40 0.1 r~+
(accordipg to the diameter) to facilit{ate frequen’F qpening 125° 40 0.1 W
and closing. A female access cap requires a duct fitting end -
to be installed. 140 40 0.1
150" 40 0.2
Available materials - Product code examples "
CPFH-... - galvanized steel sheet 160 40 0.2
CPFH-K-... - 1.4301/304 stainless steel sheet 180° 40 0.2
CPFH-K-...-316L - 1.4404/316L stainless steel sheet N
CPFH-A-... - aluminium sheet 200 40 0.3
CPFH-CU-... - copper sheet 224" 40 0.3
250" 60 0.5
280" 60 0.5
Product code example "
Product code: CPFH - aaa 300 60 0.5
‘ 315™ 60 0.7
type
o0 355" 60 0.7
400" 60 1.2
450 80 1.7
500" 80 2.2
560" 80 2.3
600™ 80 2.6
630" 80 2.8
“1 handle
“ 2 handles
@355 to 1600 sizes are segmented and welded.

719
ALNOR® ventilation systems

is a registered trademark protected by a technical patent. All modification rights reserved.



http://www.alnor.com.pl/

